
  

(mm) (mm) (g/m) (bar) ambalat in formă 
comprimată

50 0.4 191 0.19 10 / 15 / 20
60 0.4 227 0.15 10 / 15 / 20
70 0.4 291 0.13 10 / 15 / 20
76 0.4 325 0.09 10 / 15 / 20
80 0.4 338 0.09 10 / 15 / 20
90 0.4 351 0.09 10 / 15 / 20

102 0.4 371 0.08 10 / 15 / 20
110 0.4 400 0.08 10 / 15 / 20
120 0.4 435 0.07 10 / 15 / 20
125 0.4 557 0.07 10 / 15 / 20
130 0.4 579 0.06 10 / 15 / 20
140 0.4 622 0.05 10 / 15 / 20
150 0.4 666 0.05 10 / 15 / 20
160 0.4 710 0.04 10 / 15 / 20
180 0.4 742 0.04 10 / 15 / 20
200 0.4 764 0.04 10 / 15 / 20
254 0.4 858 0.03 10 / 15 / 20
300 0.4 1394 0.02 10 / 15 / 20
350 0.4 1625 0.01 10 / 15 / 20

DESCRIPTION:
Universal hose for the woodworking, plastic
and chemical industry for transportation of light
solids and for air and gas transportation.  

PROPERTIES AND APPLICATIONS:
Very light and extremely flexible hose with good ten-
sile and abrasion strengths and ultimate elongation.
Free of softeners, halogen free and cadmium fee. 

MATERIAL:
Wall made of abrasion resistant Polyurethane
- as microbes and hydrolysis resistant version
(wall thickness between the spirals ca. 0,4 mm), 
copper plated spring steel spiral embedded into wall

WORK TEMPERATURE:
-40°C +90°C
 (+125°C short term) 

RECOMMENDED WORKING PRESSURE:
1/3 of bursting pressure measured at 20°C

Other diameters on request

Specifications are subject to change without notice.
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